Wireless Gateway Cable Modem 



The industry's FIRST fully integrated 
cable modem and wireless router! 

The key to a home networking solution 

Includes both wired and wireless home 
networking features, with four 10/100 
ports and an 802.11b wireless interface 

Contains full NAT/NAPT capabilities 

Gives both DHCP client and 
DHCP server features 

Offers a Stateful Inspection Firewall 

Delivers Content Filtering capabilities 

Wall-mountable for easy installation 

CableHome™ compliant design for 
future compatibility 

Wi-Fi compliant for wireless compatibility 
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PCX5000 



Wireless Gateway Cable Modem 



The PCX5000 represents the FIRST cable modem 
with integrated wireless router capabilities. 

Offering MSOs a single solution to the challenges of enabling home networking and 
cable modem connectivity without installation hassles, the PCX5000 has revolutionized 
the industry. With four 10/100 Ethernet ports, plus a wireless 802.11b interface, the 
PCX5000 is both powerful and versatile. Wi-Fi compliance ensures compatibility with 
other Wi-Fi devices, making connecting a customer's home network a breeze. 

Added functionality includes full NAT/NAPT, Stateful Inspection Firewall and Content 
Filtering capabilities, DHCP client and DHCP server functionality, plus much more. 
Consumers will find the PCX5000 meets all of their connectivity and security needs, 
in one compact package. The PCX5000 represents the ultimate home networking 
tool for both customers and MSOs. 



DOWNSTREAM (RECEIVER) 

Demodulation 64QAM, 256QAM 

Physical Speed Supports maximum DOCSIS 

transfer rates 

Symbol Rate 5.056941 (64QAM)/5.360537 

(256QAM) Msym/sec 

Error Correction Reed Solomon + Trellis 

(Enhanced Annex B) 

Frequency Range 88MHz to 860MHz agile, 

in 62.5KHZ steps 

Bandwidth 6MHz 

Input Signal Level -15dBmVto +15dBmV 

UPSTREAM (TRANSMITTER) 

Modulation QPSK, 16QAM 

Physical Speed Supports maximum DOCSIS 

transfer rates 

Error Correction Reed Solomon 

Frequency Range 5MHz to 42MHz agile, 

in 1 Hz steps 

Frequency Selection Controlled through SNMP 

Bandwidth 200, 400, 800, 1600, 3200KHz 

Output Signal Level +8 to +58dBmV (QPSK), 

+8to+55dBmV (16QAM) 

SNMP MANAGEMENT 

MIB Group MIB II, MCNS MIB, Toshiba MIB 

INTERFACE 

Network (PC) Interface 10/100BASE-T (10/1 00Mbps, 

full/half-duplex, auto-sensing) 
4 port 

Cable Interface F type female 75ohm 

USB Interface Connector Type B 

Wireless Interface IEEE802.1 1 b (1 1Mbps) 



HOME NETWORKING 

Bridging Local bridging between 

all LAN interfaces 

DHCP Client and Server, 

up to 127 CPE's 

NAT/NAPT Network Address Translation 

and Network Address and 
Protocol Translation supported, 
up to 252 CPE's 

Firewall Stateful Inspection, DMZ and 

pin-hole support 

Configuration Web interface and SNMP 

Advanced Features URL filtering, parental control 

and virus checking 

EQUIPMENT SPECIFICATIONS 

Power Supply (Input) 100-1 20V, 50/60Hz 

Power Supply (Output) DC 5V 2.5A 

Power Consumption 8W 

Dimensions 8.5" (w) x 8.8" (d) x 1.7" (h) 

Weight 1.5 lbs. 

Safety UL1950, UL1310 

Emissions FCC part 15 class B, VCCI 

class B 

ENVIRONMENT 

Operating Temperature 32°F (0°C) to 104°F (40°C) 

Operating Humidity 10% to 90% (non-condensing) 

Storage Temperature -4°F (-20°C) to 140°F (60°C) 
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